
FILTER MANAGEMENT SOFTWARE
The Wojanis Filter Management web based software helps to organize efforts in managing all of the factors involved with keeping 

clean oil in machinery, whether the machine is at your facility or 2000 miles away.  The software tracks fluid cleanliness, changeout 

history, and stores filter part numbers and quantities needed to help with keeping accurate inventory.

  
  INDUSTRIAL OIL ANALYSIS REPORT

CONTAMINATION 
OIL CONDITION 

WEAR 

NORMAL
NORMAL

ABNORMAL

[Rig 324] KOOMI 324 - Hydraulic System
Unit Make : {n/a} Date Rec'd : May 6, 2013 Sample Date : May 5, 2013

Unit Model : {n/a} Serial No : : {n/a} Time on Unit : 0 hrs

Comp Make : {n/a} Cust. Ref No. : {n/a} Time on Oil : 0 hrs

Comp Model : {n/a} Stub No. : ST -28080 Time on Filter : 0 hrs

RECOMMENDATION  
No corrective action is recommended at this time. We recommend an 
early resample to monitor this condition.

 

Sample Date    Current

 

UOM
Time on Unit    0 hrs
Time on Oil    0 hrs
Time on Fltr    0 hrs
Oil Maint.    n/a ---
Filter Maint.    n/a ---

CONTAMINATION  
There is no indication of any contamination in the component. The 
amount and size of particulates present in the system is acceptable.

 

Sample Date    Current

 

Abn
Silicon    4.1 15
Potassium    4.8 20
Water (%)    0.013 0.05
>4µm(c)    410 ---
>6µm(c)    223 1300
>14µm(c)    38 160
>21µm(c)    12 ---
>38µm(c)    1 ---
>70µm(c)    0 ---
ISO 4406(c)    16/15/12 >-/17/14

OIL CONDITION  

Oil Type: 286 GAL of (GENERIC) ISO 32

The condition of the oil is suitable for further service.  

Sample Date    Current

 

Base
Boron    2.8 ---
Barium    0.0 ---
Calcium    63 ---
Magnesium    1.7 ---
Molybdenum    0.5 ---
Phosphorus    350 ---
Sulfur    1239 ---
Zinc    394 ---
Visc 40°C (cSt)    34.1 32.0
Visc 100°C (cSt)    --- 5.5
AN (mg/KOH/g)    0.789 ---
BN (mg/KOH/g)    --- ---

WEAR  
The lead level is abnormal.  

Sample Date    Current

 

Abn
PQ    --- ---
Iron    6.5 20
Nickel    4.7 20
Chromium    0.1 20
Titanium    0.0 ---
Copper    4.2 20
Aluminum    1.2 20
Tin    0.0 20
Lead    92 20
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Graphs

Viscosity @ 40°C

Particle Count Graph

TAN Level

If you have any questions concerning this sample report (work order no 03277567 ) please call 1-800-237-1369.
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Ordering
Filters are listed by equipment application to ensure 
accurate filter ordering. This allows the purchaser to 
easily monitor change-out intervals, develop a regular 
ordering routine, and maintain appropriate inventory.
   • Reduce inventory errors
   • Help teach new employees
   • Maintain accurate stock

Analyzing
Create reports to help analyze the performance of each 
filter application, identify issues and places to improve 
performance.
   • Evaluate filter performance
   • Early identification of problems
   • Evaluate fuel deliveries

Managing
The data collected from this program will provide 
information to help optimize equipment performance 
and prevent long term damage.
   • Optimize change out intervals
   • Prevent long term damage and downtime
   • Help with warranty claims
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Oil Cleaning/Flushing (Kidney Looping)
Oil Cleaning is a cost effective alternative to replacing 
the oil in a system by reducing parts and lubricant 
expenses, maintenance labor costs, and used lubricant 
disposal costs. Contamination is cleaned out during the 
flush to reach a set fluid cleanliness target that will keep 
machines running at peak performance. Some signs to 
indicate that a flush is needed would be 
discolored/scorched oil, excessive bearing and rotor 
scoring, and catastrophic failures. 

Bulk Fuel Filtration
The quality of fuel can have a significant impact on both 
the long term and short term performance of engines. 
Fuel cleanliness is becoming increasingly important as 
new and more sophisticated engines are being produced 
with higher emission standards than ever before. 
Wojanis Supply Company provides a series of bulk 
filtration solutions to clean and protect the fuel on your 
worksite to help maintain the high standards that your 
equipment requires. 

Technical Support and Purchasing
Part selection is an important step in the maintenance 
process. However, deciding on the correct filter for an 
application can be a difficult task with the wide array of 
products available in today’s market. The experts at 
Wojanis can help to identify and source the ideal filtration 
products for your system. Wojanis Supply offers a full 
line of products for hydraulic fluids, fuel and air filtration. 
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FILTRATION SERVICES

Oil Analysis
Performing regular oil analyses will help identify issues developing on a work site. Early detection of potential problems 
can prevent expensive repairs as well as catastrophic failures and downtime. This can also help to extend the life of 
machines and maintain consistent operating costs. 

Wojanis Supply’s Oil Analysis Program helps to develop a sample schedule, manage results, and easily identify issues 
with the fluid on your worksite.


